
HDLC  Certificate of Appropriateness 
Historic District Landmarks Commission 1340 Poydras Street, Suite 1152, New Orleans, LA 70112 

ROOFS         Phone : 504-658-7040         Fax: 504-658-3802 
 

Address__________________________________________________________________________________ 

 

Owner__________________________________________Phone #_____________________________  

 

Applicant_______________________________________Phone #_____________________________ 
 

                            Fax # _______________________________ 
Removal of: 

� Slate or asbestos roof shingles 

� Architectural grade asphalt/fiberglass roof shingles 

� Seal tab asphalt/fiberglass roof shingles 

� Metal roof (circle one)   Standing seam    5-v crimp     R-panel  Corrugated 

� Tile 

� Roll Roofing 

 
Existing (circle one)   Terra Cotta    Asbestos     English V    ridge tiles shall be salvaged and reinstalled 

 
Installation of: 

� GAF - Timberline or GrandSlate  asphalt/fiberglass roof shingles (circle one)   

         Charcoal    Slate      Weathered Wood     Pewter 

� Owens Corning - Oakridge asphalt/fiberglass roof shingles (circle one)   

         Estate Grey    Onyx    Driftwood   Quarry Grey   

� Elk - Prestique asphalt/fiberglass roof shingles (circle one)   

         Antique Slate    Sablewood    Weathered Wood   

� Certainteed- Grand Manor or Landmark asphalt/fiberglass roof shingles (circle one)   

Gatehouse Slate    Colonial Slate   Stonegate Grey     Black Pearl   Moire Black        Weathered 

Wood 

� Metal Roof (circle one)   

        Standing seam    5-v crimp     R-panel-(industrial buildings only)   Color________________ 

� Three tab asphalt/fiberglass roof shingles ONLY WHERE PREVIOUSLY EXISTED (circle one)   

         GAF B Sovereign:    Charcoal    Slate      Weathered Wood     Pewter 

� Owens CorningBSupreme AR & Classic:  Estate Grey    Onyx Grey    Oxford Grey   Weathered Wood 

� Slate Alternative (Circle One)   Ecostar      Amcraft   Authentic Roof    Lamarite    Da Vinci    FireFree 

� Natural Slate 

 

Chimneys 

� Repair/replace chimney as needed to match existing 

� Remove damaged chimney (photo documentation of damaged chimney required) 

 

Vents 

� Repair/replace Chinese cap roof vent as needed to match existing. 

� Repair/replace/install ridge vent (where no ridge tiles exist) or low profile power vent. 

 

Signature of Applicant__________________________________________Date_______________________ 


